
Subject to technical alterations, as well as to changes of the design and the colour

Power supply and connections
For CablePort fl ex, standard, standard2, desk, desk2 and basic

Illustration Model Specification Ref. No.

Connection cable
Schuko plug to GST18 socket

1 m
2 m
3 m 
5 m
8 m

7444�000�301
7444�000�302
7444�000�303
7444�000�305
7444�000�308

GST 18 extension 
socket/plug

1 m
2 m
3 m

7444�000�321
7444�000�322
7444�000�323

GST 18 distributor with clamp 1 x input (plug), 3 x output (socket) 7444�000�340

Schuko connection 
to GST 18 plug

0,5 m 7444�000�341

3-fold power strip 
with GST18 input and output

Can be fixed with screws, Schuko sockets 45° rotated
Dimensions (HxBxL): 46 x 60 x 200 mm
Colour: black

7443�000�342

Accessories for installation 
Illustration Model Specification Ref. No.

Cable collector Dimensions: 395 / 358 x 170 x 85 mm  
with/without mounting elements

For storing away power supply units and for connecting 
cables of the desktop casing.

7446�000�020

Protective covering 
for folding table

Of metal, to protect and cover connection fields and devices 
under the table top.

Dimensions: 420 x 340 x 140 mm (LxWxH). 
Prepared for use with Quickselect 3.0 or similar products.

Right: GST18 plug and RJ45 gender changer. 
Left: Power connection GST18 socket and RJ45 gender 
changer. 

5300�000�074

CablePort table2

desktop connection for cables of up to 80 mm diameter - 
ideal for desks, mobile work places and for the use at 
universities, hotel rooms etc. 
Features:

• 1 x mains with fi xed mains cable, 
3 m with Schuko plug

• Pre-mounted with HDMI, cat-6 and USB gender changer

• Stainless steel surface

• Mounting on or level with desktop

• Prepared for usage of cable snake Classic 
(1 x 7443 000 301 is needed as fixing point)

CablePort table2

Ref. No. 7449�000�040

Connections HDMI, USB 2.0 (Type A), cat-6
all gender changer (socket/socket)

Cutout (diameter) 80 mm

Thickness of plate 10 - 50 mm

Installation depth 110 mm

Weight approx. 0.7 kg

Outer dimensions (diameter) 95 mm
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